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QUICK CONNECT COUPLING
ACCESSORIES

DUST PROTECTION FOR QUICK SCREW - COUPLINGS

Am

DUST PROTECTION FOR QUICK SCREW - COUPLINGS

CAP PLUG

SIZE PART NUMBER SIZE PART NUMBER
I-1/4” $S-SKM-1 1-1/4” $S-SKS- |

2-3/8” $S-SKM-2 2-3/8” $5-SKS-2
3-1/2 $S-SKM-3 3-1/2 $5-SKS-3
4-3/4” $S-SKM-4 4-3/47 $S-SKS-4

61 $S-SKM-6 6-1" $5-SKS-6
8-11/4” $S-SKM-8 8-11/4” $5-SKS-8

DUST PROTECTION FOR QUICK RELEASE COUPLINGS ISO-NORM B

B

DUST PROTECTION FOR QUICK RELEASE COUPLINGS ISO-NORM B

CAP PLUG
SIZE PART NUMBER SIZE PART NUMBER

[ SS-ST-1/4 [ $S-MU-1/4
2 $S-ST-3/8 2 $5-MU-3/8
3 SS-ST-1/2 3 $S-MU-1/2
4 $S-ST-3/4 4 $5-MU-3/4
6 SS-ST-I 6 $S-MU-|

8 SS-ST-11/4 8 $S-MU-1 1/4
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QUICK RELEASE COUPLINGS ISO-NORM B

Completely made in AISI 316 stainless steel, viton seals and PTFE “bk” rings

(Muffe) | (Stecker)
THREAD B @ D L SWI SwW2 S FEMALE | MALE
A SIZE MM MM MM MM MM MM MM?2 P ORDER | ORDER
CODE CODE
/8 485 30 23 60 5 I5 I5 300 SV-MU-1/8 | SV-ST-1/8
1/4 56 35 28 70 19 19 25 300 SV-MU-1/4 | svesT-1/4
3/8 64 39 35 78 24 2 52 250 SV-MU-3/8 | Sv-ST-3/8
12 72 45 44 88 30 27 75 250 SV-MU-12 | svsTi2
3/4 86 54 52 107 36 34 153 250 SV-MU-3/4 | SV-ST-3/4
| 103 63 60 126 41 41 208 200 SV-MU-| SV-ST-I
11/4 s 73 70 148 50 50 450 140 SV-MU-I 174 | SV-ST-I 1/4
112 127.5 83 82 168 60 60 688 140 SV-MU-I 172 | SVAST-I 1/4
2 139 88.5 s 172 70 70 950 90 SV-MU-2 SV-ST-2

Burst pressure: 2.5 times working pressure

They are interchangeable with ISO-Sandard “B-Series” also available with ball occlusion.
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QUICK DISCONNECT SCREW COUPLINGS TECHNICAL DATA

Quick release screw couplings shut off on both parts.
The connection of male and female part arises in screwing the hand nut.

During the coupling process the outlet is light before the opening of the valve.

By demantling the coupling the valves are closed before the disconnection of both parts.
To save the function of the valve parts the connnection process under pressure should be

avoided.

e Secure against pressure impulses
* Non sensative special threads.

DN

MM

PRESSURE

Coupl connected

bar

Female (Muffe) bar | Male (Stecker) bar

Size

5-6

25

450

450

450

6-8

50

450

450

450

8-12

75

400

400

400

10-16

150

300

300

300

16-25

208

300

300

300

ol | |Jw N | —

25-32

525

200

200

200

Burst pressure: 2.5 times working pressure
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QUICK DISCONNECT SCREW COUPLINGS
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14
connected
Female Male
DIN 3852/ FORM Y
WITH BSP FEMALE THREAD
ca Dimension (Muffe) (Stecker)
SIZE | DN dl LI d4 ds FEMALE MALE
14| IS5 [ 16 | 17 | S2 | ORDER CODE | ORDER CODE
| 6 G l/4 13 30 Rd 24 x2 94 58 60 15 19 SKM-1-G 1/4 SKS-1-G 1/4
2 8 G3/8 13 34 Rd 28 x 2 96 63 6l 15 22 SKM-2-G 3/8 SKS-2-G 3/8
3 12 Gl/2 15 42 Rd 36 x2 103 67 64 17 30 SKM-3-G 1/2 SKS-3-G 1/2
4 16 G 3/4 17 48 Rd42x2 125 83 73 21 36 SKM-4-G 3/4 SKS-4-G 3/4
6 20 Gl 18 55 Rd 48 x 3 139 94 80 26 4] SKM-6-G | SKS-6-G |
8 32 Gl/12 25 80 Rd70x 3 184 112 119 36 55 SKM-8-G | 1/2 SKS-8-G | 1/2
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QUICK DISCONNECT SCREW COUPLINGS

T
|

=~ Female '~ 1+

- |_I| -
I li connecied

S DIMENSION

E| S

R |1 D (Muffe) (Stecker)

Lz I N dl d2 | LI L2 | d4 d5 alisliel 7] s FEMALE MALE

ElE ORDER CODE | ORDER CODE

S
| 5 | MI2XI5 6 10 7 30 Rd 24x2 88 | 57 [ s6 5 19 SKM-1-06-L SKS-1-06-L
| 6 | Miaxis 8 10 7 30 Rd 24x2 88 | 57 | s6 5 19 SKM-1-08-L SKS-1-08-L
2 6 | MI4xis 8 10 7 34 Rd 28x2 92 | e 58 15 | 22 SKM-2-08-L SKS-2-08-L
2 8 | ™Miexis 10 I 7 34 Rd 28x2 94 | 62 | 59 15 | 22 SKM-2-10-L SKS-2-10-L
3 8 | MIexis 10 " 7 ) Rd 36x2 98 | 65 [ 62 17 | 30 SKM-3-10-L SKS-3-10-L
3 10 | Mi8xls 12 I 7 2 Rd 36x2 98 | 65 | 62 17 | 30 SKM-3-12-L SKS-3-12-L
3 12 | M22X15 15 12 7.5 ) Rd 36x2 ol | e | 63 17 | 30 SKM-3-15-L SKS-3-15-L

L 4 [ 10| misxis 12 " 7 48 Rd 42x2 ns | 78 | e | 2 36 SKM-4-12-L SKS-4-12-L
4 | 12 | maxis 5 12 7.5 48 Rd 42x2 ns | 79 | e | 2 36 SKM-4-15-L SKS-4-15-L
4 | 16 | M2ex15 8 12 7.5 48 Rd 42x2 nz | 79 | e | 2 36 SKM-4-18-L SKS-4-18-L
6 | 16 | Maexis 8 12 7.5 55 Rd 48x3 133 | 91 77 | 26 | 4 SKM-6-18-L SKS-6-18-L
6 | 20 | M30x2 2 14 7.5 55 Rd 48x3 37 | 93 | 79 | 26 | 4 SKM-6-22-L $KS-6-22-L
6 | 25 | M3ex2 28 14 7.5 55 Rd 48x3 37 | 93 | 79 | 26 | 4 SKM-6-28-L SKS-6-28-L
8 | 32 | Masx2 35 16 105 80 Rd 70x3 174 | 108 | 113 | 36 | 55 SKM-8-35-L SKS-8-35-L
8 | 40 | Mszx2 2 16 I 80 Rd 70x3 174 | 108 | 113 | 3 | 55 SKM-8-42-L SKS-8-42-L
[ 5 | MI6XISs 8 12 7 30 Rd 24x2 92 | s9 [ s8 s 19 SKM-1-08-S SKS-1-08-S
| 6 | MiI8xis 10 12 7.5 30 Rd 24x2 92 | 59 [ s8 5 19 SKM-1-10-S SKS-1-10-S
2 6 | MiI8xis 10 12 7.5 34 Rd 28x2 9 | 63 [ e0 15 | 22 SKM-2-10-S SKS-2-10-S
2 8 | M20xi5 12 12 7.5 34 Rd 28x2 9% | 63 [ o0 15 | 22 SKM-2-12-§ SKS-2-12-
3 8 | M20xI5 12 12 7.5 ) Rd 36x2 ol | e | 63 15 | 30 SKM-3-12-§ SKS-3-12-5
3 0 | M22X15 14 14 8 42 Rd 36x2 los | 68 | 65 17 | 30 SKM-3-14-S SKS-3-14-S
3 12 | M24x1.5 16 14 8.5 ) Rd 36x2 los | 68 | 65 17 | 30 SKM-3-16-S SKS-3-16-S
S 4 | 10 [ Mm22x15 14 14 8 48 Rd 42x2 121 | sl 71 17 | 36 SKM-4-14-S SKS-4-14-S

4 | 12 | maxis 16 14 8.5 48 Rd 42x2 121 | 8l 71 21 36 SKM-4-16-S SKS-4-16-S
4 | 16 [ ™M30x2 20 16 105 | 48 Rd 42x2 125 | 83 | 73 | 21 36 SKM-4-20-S SKS-4-20-S
6 | 16 | M30x2 20 16 105 55 Rd 48x3 141 | 95 | 8l 21 41 SKM-6-20-S SKS-6-20-S
6 | 20 | M36ex2 25 18 12 55 Rd 48x3 145 | 97 | 8 | 26 | 4 SKM-6-25-S SKS-6-25-S
6 | 25 | Max2 30 [ 20 13.5 55 Rd 48x3 149 | 99 | 8 | 26 | 46 SKM-6-30-S SKS-6-30-S
8 | 25 [ mMax2 30 | 20 13.5 80 Rd 70x3 182 [ 12 | 1z | 26 | s5 SKM-8-30-S SKS-8-30-S
8 | 32 | Msx2 38 [ 2 16 80 Rd 70x3 186 | 114 | 119 | 36 | 55 SKM-8-38-S SKS-8-38-5
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HIGH PRESSURE SCREW COUPLINGS
TYPE: HSK

MUFFE/FEMALE

Approx Dimension (Muffe)
DN PRESSURE THREAD FEMALE
D L LI L2 L3 SWI Sw2 ORDER CODE

06 650 1/4 30 84.0 68.0 13 2 HSK-M-G-1/4

10 650 38 40 89.5 75.0 13 30 HSK-M-G-3/8
12.5 600 12 45 102.0 86.5 5 34 HSK-M-G-1/2

20 500 3/4 55 121.0 105.0 17 41 HSK-M-G-3/4

25 460 | 60 138.0 124.0 8 50 HSK-M-G- |
315 380 11/4 80 167.0 152.5 25 65 HSK-M-G-1 1/4

STECKER/MALE

Approx Dimension (Stecker)
DN PRESSURE THREAD MALE
D L LI L2 L3 SWiI Sw2 ORDER CODE

06 650 1/4 84.0 43.0 13 25 HSK-S-G-1/4

10 650 3/8 89.5 48.0 13 2 HSK-S-G-3/8
12.5 600 112 102.0 535 5 34 HSK-S-G-1/2

20 500 3/4 121.0 63.0 17 46 HSK-S-G-3/4

25 460 [ 138.0 72.0 18 50 HSK-S-G-1
315 380 1 1/4 167.0 86.0 25 65 HSK-S-G-1 1/4
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FLAT FACED QUICK RELEASE COUPLINGS
WITH BSP-FEMALE THREAD

[ = = =
L “ S
- -
k-  E— 1M tTr 1l — T T=
== =
L3
L1 together
ca- Dimension
THREAD (Muffe) (Stecker)
d1=BSP L2 L3 SWI | swa2 S P FEMALE MALE
LIMM | um MM MM MM | MmM2 | BaR | ORDERCODE | ORDER CODE
1/4-19 84 48 48 22 22 39 300 FF 1/4-F FF 1/4-M
3/8-19 108 64 60 27 24 64 300 FF 3/8-F FF 3/8-M
1/2-14 108 68 66 30 30 133 250 FF 1/2-F FF 1/2-M
3/4-14 125 74 68 36 32 178 250 FF 3/4-F FF 3/4-M
I-11 152 93 82 45 45 227 250 FF I-F FF 1-M
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