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BSP Female Thread DIN ISO 228 POM - NBR

Series 020 (DN 5 bis DN 50)
Body, Connecting Parts, Ball and Stem Stainless Steel, V4a (AISI 316) 
Each PH ball valve is subject to an inspection for resistance, sealing 
and special characteristics.

Ball Sealing: POM
Stem Sealing: NBR

Corrosive Media
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Weight Pressure Thread Approx. Dimensions mm Part Number

kg DN PB D B H H1 H2 H4 i L L1 M SW SW*

0,35 5 550000 GG  11//88""  35 43,5 32 8,0 13,0 9 69 36 M 5 22 9 RKH-G 1/8"-4423

0,35 6 550000 GG  11//44""  35 43,5 32 8,0 13,0 12 69 36 M 5 22 9 RKH-G 1/4"-4423

0,5 10 550000 GG  33//88""  42 49,5 38 8,0 16,5 12 73 43 M 5 27 9 RKH-G 3/8"-4423

0,65 13 550000 GG  11//22""  45 51,5 40 8,0 17,5 14 85 48 M 5 30 9 RKH-G 1/2"-4423

0,75 16 440000 GG  55//88""  50 62,0 46 12,0 19,0 14 84 48 M 6 32 12 RKH-G 5/8"-4423

1,5 20 440000 GG  33//44""  60 73,0 57 12,0 24,5 17 96 62 M 6 41 14 RKH-G 3/4"-4423

1,8 24 440000 GG  11""  65 79,0 63 12,0 28,0 19 113 66 M 6 46 14 RKH-G 1"-4423

3,8 32 17 RKH-G 1 1/4"-4423

6,1 38
335500 GG  11  11//44"" 90 104,0 84 13,5 38,0 20 110 81 M 8 60
335500 GG  11  11//22"" 100 112,0 93 13,5 42,5 22 120 86 M 8 70 17 RKH-G 1 1/2"-4423

9,1 48 335500 GG  22"" 120 131,0 111 13,5 50,0 28 140 101 M 8 85 17 RKH-G 2"-4423
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NPT-Female Thread ANSI B 2.1 POM - NBR

Series 020 (DN 5 bis DN 50)
Body, Connecting Parts, Ball and Stem Stainless Steel, V4a (AISI 316) 
Each PH ball valve is subject to an inspection for resistance, sealing 
and special characteristics.

Ball Sealing: POM
Stem Sealing: NBR

Corrosive Media
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Weight PressureThread Approx. Dimensions mm Part Number

kg DN PB D B H H1 H2 H4 i L L1 M SW SW*
0,35 5 550000 11//88""  NNPPTT 35 43,5 32 8,0 13,0 12 69 36 M 5 22 9 RKH-1/8"-NPT-4423
0,35 6 550000 11//44""NNPPTT 35 43,5 32 8,0 13,0 17 69 36 M 5 22 9
0,5 10 550000 33//88""  NNPPTT 42 49,5 38 8,0 16,5 17 73 43 M 5 27 9

0,65 13 550000 11//22""  NNPPTT 45 51,5 40 8,0 17,5 22 92 48 M 5 30 9
1,5 20 440000 33//44""NNPPTT 60 73,0 57 12,0 24,5 23 97 62 M 6 41 14

RKH-1/4"-NPT-4423
RKH-3/8"-NPT-4423
RKH-1/2"-NPT-4423
RKH-3/4"-NPT-4423

1,8 24 440000 11""NNPPTT 65 79,0 63 12,0 28,0 27 113 66 M 6 46 14
3,8 32 17
6,1 38

335500 11  11//44""NNPPTT 90 104,0 84 13,5 38,0 28 115 81 M 8 60
335500  11  11//22""  NNPPTT 100 112,0 93 13,5 42,5 28 135 86 M 8 70 17

9,1 48 335500 22""  NNPPTT 120 131,0 111 13,5 50,0 30 140 101 M 8 85 17

RKH-1"-NPT-4423
RKH-1 1/4"-NPT-4423 
RKH-1 1/2"-NPT-4423
RKH-2"-NPT-4423
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Stainless Steel Ball Valves BKH

Body, Connecting Parts, Ball and Stem Stainless Steel, 1.4571 (AISI 316Ti) Each PH ball valve is subject to an 
inspection for resistance, sealing and special characteristics.

Ball Sealing: POM ,Stem Sealing: NBR

Hydraulics - Standard version-20°C to 100°C
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Series L 

6L 500 4 5 26 47 33 11 13,5 7,0 67 40 M 5 9 22 BKH-06-L-4423
8L 500 6 6 26 47 33 11 13,5 7,0 67 40 M 5 9 22 BKH-08-L-4423

10L 500 8 8 26 47 33 11 13,5 7,0 74 40 M 5 9 22 BKH-10-L-4423
12L 500 10 10 32 52 38 11 17,5 7,0 74 43 M 5 9 27 BKH-12-L-4423
15L 500 13 13 35 54 40 11 19,0 7,0 82 48 M 5 9 30 BKH-15-L-4423
18L 500 13 13 35 54 40 11 19,0 7,0 82 48 M 5 9 30 BKH-18-L-4423
22L 400 20 19 65 83 65 14 31 7,65 105 65 M 6 14 41 BKH-22-L-4423
28L 400 25 24 75 93 75 14 38 7,65 112 71 M 6 14 50 BKH-28-L-4423

Series S 

8S 500 4 5 26 47 33 11 13,5 7,0 73 40 M 5 9 22 BKH-08-S-4423
10S 500 6 6 26 47 33 11 13,5 7,5 73 40 M 5 9 22 BKH-10-S-4423
12S 500 8 8 26 47 33 11 13,5 7,5 76 40 M 5 9 22 BKH-12-S-4423
14S 500 10 10 32 52 38 11 17,5 8,0 80 43 M 5 9 27 BKH-14-S-4423
16S 500 13 13 35 54 40 11 19,0 10,5 86 48 M 5 9 30 BKH-16-S-4423
20S 400 13 13 35 54 40 11 19,0 10,5 90 48 M 5 9 30 BKH-20-S-4423
25S 400 20 19 65 83 65 14 31,0 12,5 113 65 M 6 14 41 BKH-25-S-4423
30S 400 25 24 75 93 75 14 38,0 13,5 124 71 M 6 14 50 BKH-30-S-4423

G 1" 400 25 24 75 93 75 14 38,0 20,0 122 71 M 6 14 50 BKH-G 1"-4423

Pressure Approx. Dimensions mm Part Number 

d PB - bar DN LW B H H1 H2 H4 i L L1 M SW SW*

Series G - BSP Female Thread 

G 1/8" 500 4 5 26 47 33 11 13,5 10,0 69 40 M 5 9 22 BKH-G 1/8"-4423
G 1/4" 500 6 6 26 47 33 11 13,5 14,0 69 40 M 5 9 22 BKH-G 1/4"-4423
G 3/8" 500 10 10 32 52 38 11 17,5 14,0 72 43 M 5 9 27 BKH-G 3/8"-4423
G 1/2" 500 13 13 35 54 40 11 19,0 16,3 83 48 M 5 9 30 BKH-G 1/2"-4423
G 3/4" 400 20 19 65 83 65 14 31,0 18,0 111 65 M 6 14 41 BKH-G 3/4"-4423



BSP Female Thread DIN ISO 228 POM - NBR

L-Bore
Series 100
DN 4 to DN 50
Body, Ball and Stem, V4a (AISI 316)
Each PH ball valve is subject to an inspection for resistance, sealing and special characteristics. 

Ball Sealing:  POM
Stem Sealing: NBR

Hydraulics - Standard Version
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Pressure Thread Approx. Dimensions mm Part Number

DN LW PB D B H H1 H2 H4 i L L1 L10 M SW SW*

4 5,0 400 G 1/8" 40 46,5 35 8,0 16,0 9 69 35 26,0 M 5 22 9 BK3-G-1/8"-4423-LA
6 6,0 400 G 1/4" 40 46,5 35 8,0 16,0 12 69 35 26,0 M 5 22 9 BK3-G-1/4"-4423-LA

10 9,0 400 G 3/8" 45 51,5 40 8,0 18,0 12 73 42 28,0 M 5 27 9 BK3-G-3/8"-4423-LA
13 11,5 400 G 1/2" 50 56,0 40 8,0 17,0 14 85 47 32,0 M 5 30 9

20 18,0 320 G 3/4" 65 73,5 57 12,0 24,5 17 96 61 40,5 M 6 41 14

25 22,0 350 G 1" 80 81,5 65 12,0 30,0 19 113 63 51,0 M 6 46 14

32 30,0 17

40 35,0

350 G 1 1/4" 100 99,0 80 13,5 38,0 20 110 78 62,0 M 8 60

250 G 1 1/2" 105 109,0 90 13,5 42,0 24 120 85 65,0 M 8 70 17

50 44,0 250 G 2" 120 139,0 120 13,5 62,0 28 140 100 72,0 M 8 85 17

BK3-G-1/2"-4423-LA
BK3-G-3/4"-4423-LA
BK3-G-1"-4423-LA
BK3-G-11/4"-4423-LA 

BK3-G-1 1/2"-4423-LA
BK3-G-2"-4423-LA
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NPT-Female Thread ANSI B 2.1 POM - NBR

L-Bore
Series 100
DN 4 to DN 50
Body, Ball and Stem, V4a (AISI 316)
Each PH ball valve is subject to an inspection for resistance, sealing and special characteristics.

Ball Sealing:  POM
Stem Sealing: NBR

Hydraulics - Standard Version
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Pressure Thread Approx. Dimensions mm Part Number

DN LW PB D B H H1 H2 H4 i L L1 L10 M SW SW*
4 5,0 400 1/8" NPT 40 46,5 35 8,0 16,0 12 69 35 26,0 M 5 22 9 BK3-1/8"-NPT-4423-LA
6 6,0 400 1/4"NPT 40 46,5 35 8,0 16,0 17 69 35 26,0 M 5 22 9 BK3-1/4"-NPT-4423-LA

10 9,0 400 3/8" NPT 45 51,5 40 8,0 18,0 17 73 42 28,0 M 5 27 9 BK3-3/8"-NPT-4423-LA
13 11,5 400 1/2" NPT 50 56,0 40 8,0 17,0 22 92 47 32,0 M 5 30 9

20 18,0 320 3/4" NPT 65 73,5 57 12,0 24,5 23 97 61 40,5 M 6 41 14

25 22,0 350 1" NPT 80 81,5 65 12,0 30,0 27 113 63 51,0 M 6 46 14

32 30,0 17

40 35,0

350 1 1/4" NPT 100 99,0 80 13,5 38,0 28 115 78 62,0 M 8 60

250 1 1/2" NPT 105 109,0 90 13,5 42,0 28 138 85 65,0 M 8 70 17

50 44,0 250 2" NPT 120 139,0 120 13,5 62,0 30 140 100 72,0 M 8 85 17

BK3-1/2"-NPT-4423-LA
BK3-3/4"-NPT-4423-LA
BK3-1"-NPT-4423-LA
BK3-1 1/4"-NPT-4423-LA
BK3-1 1/2"-NPT-4423-LA
BK3-2"-NPT-4423-LA
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BSP Female Thread DIN ISO 228 POM - NBR

T-Bore
Series 100
DN 4 to DN 50
Body, Ball and Stem, V4a (AISI 316)
Each PH ball valve is subject to an inspection for resistance, sealing and special characteristics.

Ball Sealing:  POM
Stem Sealing: NBR

Hydraulics - Standard Version
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Pressure Thread Approx. Dimensions mm Part Number

DN LW PB D B H H1 H2 H4 i L L1 L10 M SW SW*

4 5,0 400 G 1/8" 40 46,5 35 8,0 16,0 9 69 35 26,0 M 5 22 9 BK3-G-1/8"-4423-TA
6 6,0 400 G 1/4" 40 46,5 35 8,0 16,0 12 69 35 26,0 M 5 22 9 BK3-G-1/4"-4423-TA

10 9,0 400 G 3/8" 45 51,5 40 8,0 18,0 12 73 42 28,0 M 5 27 9 BK3-G-3/8"-4423-TA
13 11,5 400 G 1/2" 50 56,0 40 8,0 17,0 14 85 47 32,0 M 5 30 9

20 18,0 320 G 3/4" 65 73,5 57 12,0 24,5 17 96 61 40,5 M 6 41 14

25 22,0 350 G 1" 80 81,5 65 12,0 30,0 19 113 63 51,0 M 6 46 14

32 30,0 17

40 35,0

350 G 1 1/4" 100 99,0 80 13,5 38,0 20 110 78 62,0 M 8 60

250 G 1 1/2" 105 109,0 90 13,5 42,0 24 120 85 65,0 M 8 70 17

50 44,0 250 G 2" 120 139,0 120 13,5 62,0 28 140 100 72,0 M 8 85 17

BK3-G-1/2"-4423-TA
BK3-G-3/4"-4423-TA
BK3-G-1"-4423-TA
BK3-G-1 1/4"-4423-TA
BK3-G-1 1/2"-4423-TA
BK3-G-2"-4423-TA
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NPT-Female Thread ANSI B 2.1 POM - NBR

T-Bore
Series 100
DN 4 to DN 50
Body, Ball and Stem, V4a (AISI 316)
Each PH ball valve is subject to an inspection for resistance, sealing and special characteristics.
Inspection control certificates 3.1 B or 3.1 C per DIN EN 10204 can be supplied on request against invoice.

Ball Sealing:  POM
Stem Sealing: NBR

Hydraulics - Standard Version
-20°C to 100°C

The indicated working pressure PB is only valid for the standard version 4423. 

Pressure Thread Approx. Dimensions mm Part Number

DN LW PB D B H H1 H2 H4 i L L1 L10 M RA SW SW*
4 5,0 440000 11//88""  NNPPTT 40 46,5 35 8,0 16,0 12 69 35 26,0 M 5 22 9 BK3-1/8"-NPT-4423-TA
6 6,0 440000 11//44""NNPPTT 40 46,5 35 8,0 16,0 17 69 35 26,0 M 5 22 9 BK3-1/4"-NPT-4423-TA

10 9,0 440000 33//88""--  NNPPTT 45 51,5 40 8,0 18,0 17 73 42 28,0 M 5 27 9 BK3-3/8"-NPT-4423-TA
13 11,5 440000 11//22""--NNPPTT 50 56,0 40 8,0 17,0 22 92 47 32,0 M 5 30 9
20 18,0 332200 33//44""NNPPTT 65 73,5 57 12,0 24,5 23 97 61 40,5 M 6 41 14
25 22,0 335500 11""--  NNPPTT 80 81,5 65 12,0 30,0 27 113 63 51,0 M 6 46 14
32 30,0 60 17
40 35,0

335500 11  11//44""  NNPPTT 100 99,0 80 13,5 38,0 28 115 78 62,0 M 8
225500 11  11//22""--  NNPPTT 105 109,0 90 13,5 42,0 28 138 85 65,0 M 8 70 17

50 44,0 225500 22""NNPPTT 120 139,0 120 13,5 62,0 30 140 100 72,0 M 8 85 17

BK3-1/2"-NPT-4423-TA
BK3-3/4"-NPT-4423-TA
BK3-1"-NPT-4423-TA

BK3-1 1/4"-NPT-4423-TA
BK3-1 1/2"-NPT-4423-TA
BK3-2"-NPT-4423-TA
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High Pressure Flange Ball Valves

With Flange to SAE J 518 / DIN 6162
3.000 PSI + 6.000 PSI
For SAE-Split Flange Halves, Category 2.54
1 = Ball Sealing - POM 
2 = Stem Sealing - NBR 

Pressure Approx. Dimensions mm Part Number

DN PB C D H L L2 L3

13 315 30,2 24 51,0 151,0 6,7 35 FKH-3000-1/2"-4423

20 315 38,1 32 73,0 162,0 6,7 35 FKH-3000-3/4"-4423

24 315 44,4 38 76,0 178,0 8,0 35 FKH-3000-1"-4423

32 250 50,8 43 105,0 190,5 8,0 35 FKH-3000-1 1/4"-4423

38 200 60,3 50 111,4 231,0 8,0 40 FKH-3000-1 1/2"-4423

48 200 71,4 62 130,0 232,0 9,5 45 FKH-3000-2"-4423

13 400 31,7 24 51,0 151,0 7,7 35 FKH-6000-1/2"-4423

20 400 41,3 32 73,0 174,0 8,8 40 FKH-6000-3/4"-4423

24 400 47,6 38 76,0 198,0 9,5 40 FKH-6000-1"-4423

32 400 54,0 44 105,0 223,0 10,3 45 FKH-6000-1 1/4"-4423

38 400 63,5 51 111,4 281,0 12,6 70 FKH-6000-1 1/2"-4423

48 400 79,4 67 130,0 316,0 12,6 80 FKH-6000-2"-4423
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LOW PRESSURE BALL VALVE 2 PCE -BSP 1000 W.O.G

Approx. Dimensions mm Part Number

NPS DN A U BSP C D

      11//44""  88 5555 1100   11//44"" 4477 9955            BVLP2-04-BSP

      33//88""  1100 6600 1100 33//88"" 4499 9955            BVLP2-06-BSP

      11//22""    1155      6633 1155        11//22""                  5544                            110055            BVLP2-08-BSP

      33//44""  2200      7733                        1199..55                              33//44""                    6655..55 112200              BVLP2-12-BSP

            11""    2255      8844 2255              11""                      7722 114400              BVLP2-16-BSP

  1111//44""  3322      9988      3322    1111//44""                          8811                    115500            BVLP2-20-BSP

  1111//22""  4400                          110055..55                            3388                            1111//22"" 9966 117700           BVLP2-24-BSP

            22""    5500                          112200..55 4499              22""                      110055 118855            BVLP2-32-BSP

  2211//22""    6655  115522      6644    2211//22""                        111188                              220000            BVLP2-40-BSP

            33""    8800                            117700..55                              7777              33""                113344..55                            227700            BVLP2-48-BSP

            44""  110000  220044      9999              44""                    116677                      333300            BVLP2-64-BSP
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LOW PRESSURE BALL VALVE 2 PCE - NPT 2000 W.O.G  

Approx. Dimensions mm Part Number

NPT DN A U BSP C D

   1/4"  8     55   10   1/4"               47  95      BVLP2-04-NPT

   3/8"   10     60    10    3/8"     49   95      BVLP2-06-NPT

   1/2"  15   63 15    1/2"         54              105      BVLP2-08-NPT  

   3/4" 20   73            19.5  3/4"          65.5 120       BVLP2-12-NPT  

      1"  25   84 25       1"           72 140       BVLP2-16-NPT  

 11/4" 32   98   32  11/4"             81          150      BVLP2-20-NPT  

 11/2" 40             105.5              38               11/2" 96 170       BVLP2-24-NPT  

      2"  50             120.5 49       2"           105 185      BVLP2-32-NPT  

 21/2"  65 152   64  21/2"            118                200      BVLP2-40-NPT  

      3"  80              170.5 77       3"        134.5              270      BVLP248-NPT  

      4"  100 204   99       4"          167           330      BVLP2-64-NPT        



Non-Return Valves - Inside Thread

Both Sides Inside 
Thread BSP - Parallel  & NPT-Thread 
Important: 
Return Valves are also available in DIN2353 Single Compression L & S Series on request. 

Standard Lift Pressure is set at 1 Bar (14.5PSI).
Alternative Valve lift pressure available on request 0.2 Bar(2.9 PSI), 0.5 Bar (7.25PSI), 2.0 Bar (29.0PSI) and 3.0 Bar 
(43.5PSI) lead times apply. 

Pressure Thread Approx. Dimensions Part Number  

PB G L1 i SW1 SW2

Series BSP 
400 G 1/8" BSP 42,5 8,0 17 17 RD-I-G 1/8"
400 G 1/4" BSP 54,0 12,0 19 19 RD-I-G 1/4"
400 G 3/8" BSP 60,0 12,0 24 27 RD-I-G 3/8"
400 G 1/2" BSP 71,0 15,0 32 36 RD-I-G 1/2"
400 G 3/4" BSP 84,0 16,5 41 46 RD-I-G 3/4"
400 G 1" BSP 94,5 19,0 46 50 RD-I-G 1"
250 G 1 1/4" BSP 110,0 21,5 55 60 RD-I-G 1 1/4"
250 G 1 1/2" BSP 114,5 22,0 65 70 RD-I-G 1 1/2"
250 G 2" BSP 120,0 26,0 75 75 RD-I-G 2"

Series NPT 

400 1/8" NPT 42,5 11,6 17 17 RD-I-NPT-1/8"
400 1/4" NPT 57,5 16,4 19 19 RD-I-NPT-1/4"
400 3/8" NPT 63,5 17,4 24 27 RD-I-NPT-3/8"
400 1/2" NPT 78,0 22,6 32 36 RD-I-NPT-1/2"
400 3/4" NPT 84,5 23,1 41 46 RD-I-NPT-3/4"
400 1" NPT 101,0 27,8 46 50 RD-I-NPT-1"
250 1 1/4" NPT 110,0 28,3 55 60 RD-I-NPT-1 1/4"
250 1 1/2" NPT 117,5 28,3 65 70 RD-I-NPT-1 1/2"
250 2" NPT 120,0 75 75 RD-I-NPT-2"
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